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Vision Ped Plus Studio Pedestal
3951-0001

Main Assemblies
Vision Ped Plus studio pedestal V3951-0001

Column V3951-1000

Studio skid V3955-0001

100 mm levelling bowl 3330-16

Optional Accessories
Vinten portable pump 3357-3
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Technical Data
Payload 30 kg (66 lb)

Column weight 8 kg (17.6 lb)

Skid weight 5.5 kg (12.1 lb)

Total pedestal weight 13.5 kg (29.7 lb)

Minimum height to 100 mm bowl adaptor mounting face 75.1 cm (29.6 in.)

Maximum height 1to 100 mm bowl adaptor mounting face 159.5 cm (62.8 in.)

Minimum height to flat mounting face 63.7 cm (25.1 in.)

Maximum height to flat mounting face 148.1 cm (58.3 in.)

On-shot stroke 41.0 cm (16.1 in.)

Wheel diameter 10.0 cm (4 in.)

Skid leg radius 55.85 cm (22.0 in.)

Doorway tracking width 95.6 cm (37.6 in.)

Transit doorway width 73.3 cm (28.9 in.)

Steering ring diameter 35.0 cm (13.8 in.)

Max working pressure 9.6 bar (139 psi)

Relief valve pressure 11.0 bar (160 psi)


