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Technical Data

Pro-Ped Pedestal
3983-3

STUDIO OB

Payload 55 kg (120 lb) 55 kg (120 lb)

Column weight 19 kg (41.8 lb) 19 kg (41.8 lb)

Skid weight 9.4 kg (20.7 lb) 9 kg (19.8 lb)

Trim weights (6 off - total) 3.4 kg (7.5 lb) 3.4 kg (7.5 lb)

Total pedestal weight 31.8 kg (70 lb) 31.4 kg (69.1 lb)

Minimum height 66.6 cm (26.2 in.) 68.5 cm (27 in.)

Maximum height 147.5 cm (58.1 in.) 150 cm (59.1 in.)

On-shot stroke 41 cm (16.1 in.) 41 cm (16.1 in.)

Skid leg radius 48 cm (19 in.) 48 cm (19 in.)

Wheel diameter 12.5 cm (5 in.) 15 cm (6 in.)

Steering ring diameter 53.4 cm (21 in.) 53.4 cm (21 in.)

Max working pressure 9.65 bar (140 psi) 9.65 bar (140 psi)

Relief valve pressure 11.38 bar (165 psi) 11.38 bar (165 psi)
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Main Assemblies
Pro-Ped, OB version 3983-3B

Pro-Ped, studio version, 3983-3C

Column 3983-11

OB skid 3985-3B

Studio skid 3985-3C

Gas strut - 0-18 kg (0-40 lb) 3328-307

Gas strut - 18-32 kg (40-70 lb) 3328-306

Gas strut - 32-55 kg (70-120 lb) 3328-305

Trim weight 3328-328

Spanner - for head bolts J551-001


